
2.64in
67.1mm

2.80in
71.1mm

1.99in
50.5mm

MINIMUM   0.30in
7.6mm

    1.01in
25.7mm

  

HEIGHT ADJUSTMENT LOCK
5/64in [2mm] HEX
ROTATES ABOUT THE STAGE AXIS

  0.13in
3.3mm

  
CL

0.50in
12.7mm

TYP

0.75in
19.1mm

TYP

1.00in
25.4mm

TYP

0.75in
19.1mm

TYP
1.00in

25.4mm
TYP

1/4-20 MOUNTING HOLE 
0.23in [5.8mm] DEEP
4 PLACES

8-32 MOUNTING HOLE
0.23in [5.8mm] DEEP 
5 PLACES

6-32 MOUNTING HOLE
0.23in [5.8mm] DEEP
4 PLACES

CL

CL

  1.94in
49.3mm

  

  1.94in
49.3mm

  

  2.50in
63.5mm

  

  2.50in
63.5mm

  

CL

CL

1/4-20 [M6] MOUNTING SLOT
4 PLACES

2.99in
75.9mm

MAXIMUM
  2.76in

70.0mm
  

CLAMPING SCREW
5/64in [2mm] HEX

TOP PLATE ROTATION LOCK
5/64in [2mm] HEX

CL

PM4 CLAMPING ARM
(INCLUDED)

ROTATION WITNESS LINE

HEIGHT ADJUSTMENT
WITNESS LINE

KNURL TO ROTATE TOP PLATE

ACTUATOR KNOB FOR
VERTICAL TRANSLATION

ALLOWS FOR 1.00in [25.4mm]
VERTICAL TRANSLATION

1.0mm DISPLACEMENT PER REVOLUTION

D

LJ750

MATERIAL
DRAWN

APPROVAL REV
JC
KBH

04/APR/17
DATE

04/APR/17

w w w . t h o r  l a b s . c o m

ITEM # APPROX WEIGHT
N/A

0.57 kg
VALUES IN PARENTHESIS ARE CALCULATED
AND MAY CONTAIN ROUNDOFF ERRORS

DRAWING
PROJECTION

NAME
LAB JACK 25mm TRAVEL
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